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Reference No. : WTX24X05124975R1E 

Applicant : PROVISION-ISR LIMITED 

Address : 

FLAT/RM D-2, 7/F, WING CHEONG COMMERCIAL 

BLDG, 19-25 JERVOIS STREET, SHEUNG WAN 

HONGKONG 

Manufacturer : PROVISION-ISR LIMITED 

Address : 

FLAT/RM D-2, 7/F, WING CHEONG COMMERCIAL 

BLDG, 19-25 JERVOIS STREET, SHEUNG WAN 

HONGKONG 

Product Name : IP CAMERA 

Trade Name : PROVISION-ISR 

Model(s) : See Model List 

Ratings : Refer to the test report 

 
Test Standards: 
 
EN 55032:2015+A1:2020; EN 55032:2015+A11:2020; EN 55035:2017+A11:2020;  

EN 50130-4:2011+A1:2014 

 

The above product has been tested by us with the listed standards and found in compliance with 

the European Electromagnetic Compatibility Directive 2014/30/EU. It is possible to use CE 

marking to demonstrate the compliance with this EMC Directive. 

 

EN 55032: Electromagnetic compatibility of multimedia equipment - Emission requirements 

EN 55035: Electromagnetic compatibility of multimedia equipment - Immunity requirements 

EN 50130-4: Electromagnetic Compatibility (EMC) Part -4: Limits for harmoniccurrent 

emissions(Equipment input current up to and including 16A per phase) 

 

The referred test report(s) show that the product complies with standard(s) recognized as giving 

presumption of compliance with the essential requirements in the above mentioned EU Directive. 

Other relevant Directives have to be observed. 

 

After preparation of the necessary technical documentation as well as the conformity declaration, 

the CE marking as shown below can be affixed on the equipment. 

 

The statement is based on a single evaluation of the sample of above mentioned product(s). It 

does not imply an assessment of the whole production. 

 

 

   

Jandy So / GM 

Date: 2024-06-26 
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ANNEX 1 TO ADDING MODEL 
 

Certificate No. : WTX24X05124975R1E 

Model List  

DH-320IPSN-28, BX-321FR, DAI-320IPE-MVF, DAI-350IPSN-MVF-V4, DAI-380IPSN-28-V3, 

DB-320WIPN, DI-320IPSN-36, DI-320IPSN-VF-G, DI-320IPSN-VF-G-V4, DI-340IPEN-28-G-V4, 

DI-360IPEN-28-V4, DI-380IPEN-MVF-G-V3, DI-380IPSN-28-G-V3, DI-380IPSN-MVF-G-V3, 

DVS-IP5-4, DVS-IPEN-5, DW-320FR-MVF2, FEI-360IPN-V3, I2-340WIPSN-28, I4-320IPSN-28-V4, 

I4-320IPSN-VF, I6-2120IPEN-MVF, I6-340IPEN-MVF-G-V4, PR-Chime, TW-320FR-MVF2, 

BMH-340IPSN-MVF, BMH-360IPSN-MVF, BSH-320IPSN-28, BSH-340IPSN-28, BSH-360IPSN-28, 

CEL1-240ADSRN-36, DH-340IPSN-28, DH-340IPSN-MVF, DH-360IPSN-28, DH-360IPSN-MVF, 

DI-320IPSN-28-G-V4, I6-360IPEN-MVF-V4, SOL1-240ADSRN-36, BSH-320IPSN-36, 

BMH-320IPSN-28, BMH-320IPSN-VF, DH-320IPSN-36, DH-320IPSN-VF, BSH-340IPSN-36, 

DH-340IPSN-36, DAH-340IPSN-MVF, DAH-360IPSN-28, DMAH-360IPSN-28, BMH-380IPSN-MVF, 

DAH-380IPSN-28, DH-380IPSN-28, DH-380IPSN-MVF, DH-340ADSN-28, BMH-340ADSN-28, 

DAI-2120IPEN-MVF-V4, DAI-2120IPEN-MVF, I6-2120IPEN-MVF-V4, DH-280ADN-MVF-V4, 

BMH-280ADN-MVF-V4, Z1-3IPSN-4(IR), Z3-4ADSN-4, Z4-25IPE-2(IR), Z4-25IPE-4(IR), 

Z4-25IPEN-2(IR), Z4-25IPEN-4(IR), Z4-25IPEN-8(IR), Z5-25IPE-2(IR), Z5-25IPE-4(IR), 

Z5-40IPEN-4(IR), Z5-25IPEN-4(IR), Z5-32IPEN-8(IR), Z5-40IPEN-4(IR), Z6-32IPE-4(IR), 

I4-350IPSN-28-V4, I6-320LPRN-MVF1, I6-320LPRN-MVF2, I6-340LPRN-MVF1-V2, 

I6-340LPRN-MVF2-V2, PAN2-340SRN-180, PR-340PC-21, I6-2120IPEN-MVF-V4 
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